
ACCESSORIES

SPECIFICATIONS

Key Features

QUBE PIVOT MOUNT Dynapar™ brand

Qube Pivot Mounting Bracket

Encoder, cable and measuring
wheels not included

• Complete Mounting System with Hardware
Included

• Single or Dual Wheel uses Same Mount

• Easy Machine Attachment

• Accepts Series 22 Qube Encoders

MATERIAL FLOW 0.44"
(11.18mm )

3.34"
(84.84mm )

Slot, 1.66 x 0.45"
(42.16 x 11.43mm)

3.80"
(96.52mm )

2.75"
(69.85mm )

4 holes, 0.156" dia.
Match Qube Encoders 

2 Set-screws for
lateral adjustment
clamp

.80"
52mm )

2.38"
(60.45mm )

6.56"
(166.62mm )

4.69"
(119.93mm )

2.65"
(67.31mm )

1.75"
(44.45mm )

0.375"
(9.52mm )

0.281"
(7.14mm )

0.281"
(7.14mm )

1.375"
(34.92mm )

0.875"
(22.23mm )

DIMENSIONS
Model No. Description

111328-0001 Qube Pivot Mounting Base

ORDERING INFORMATION
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Dynapar™ brand

Worldwide Brands:  NorthStarTM  •  AcuroTM  •  DynaparTM  •  HengstlerTM   •  HaroweTM

Headquarters: 1675 Delany Road • Gurnee,,IL 60031-1282 • USA • Phone: 1.847.662.2666 • Fax: 1.847.662.6633

Satellite Locations:
• North America: North Carolina, South Carolina, Connecticut,

Massachusetts, New York, Canada, British Virgin Islands
• West Indies: St. Kitts  • Europe: United Kingdom, Italy, France,

Germany, Spain, Slovakia
• South America: Brazil  • Asia: China, Japan, Korea, Singapore

INNOVATION - CUSTOMIZATION - DELIVERY

Customer Service:
Tel.: +1.800.873.8731
Fax: +1.847.662.4150
custserv@dynapar.com

Technical Support
Tel.: +1.800.234.8731
Fax: +1.847.782.5277
dynapar.techsupport@dynapar.com
northstar.techsupport@dynapar.com

Dynapar™ brand is a trademark of DYNAPAR. All rights reserved.
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